7. Rezultatele analizei serviciului VoIP în situaţia în care tipului serviciului este ales „Best Effort”.
	                                    Scenariu

Statistici 
	Voice_G711

512 Kbps
	Voice_G711

128 Kbps
	Voice_G711

64 Kbps
	Voice_G723

64 Kbps
	Voice_G711

silence 64 Kbps
	Date+Voice_G711

128 Kbps

	Telefon_1     Voice Application

· Traffic Sent(bytes/sec)

· Traffic Received(bytes/sec)

· Packet End-to-End Delay

· Packet Delay Variation

Telefon_2     Voice Application

· Traffic Sent(bytes/sec)

· Traffic Received(bytes/sec)

· Packet End-to-End Delay

· Packet Delay Variation
	
	
	
	
	
	

	Telefon_1 – Switch_1    point-to-point

· Utilization  <-

· Utilization  ->

· Througput(bits/sec) <-

· Througput(bits/sec) ->
	
	
	
	
	
	

	Telefon_1 – INITERNET    point-to-point

· Utilization  <-

· Utilization  ->

· Througput(bits/sec) <-

· Througput(bits/sec) ->
	
	
	
	
	
	


8. Intrebări

· Care este debitul  semnalului vocal digital  pentru schema de codare G.711.

· Care este debitul  semnalului vocal digital  pentru schema de codare G.723.1.

· Care este structura unui pachet de voce transmis prin link Ethernet în cazul utilizării schemei de codare G.711  şi dimensiunea cadruului (Frame Size) de 4 msec

· Care este structura unui pachet de voce transmis prin link Ethernet în cazul utilizării schemei de codare G.723.1  şi dimensiunea cadruului (Frame Size) de 30 msec.

· Care este structura unui pachet de voce transmis prin link ppp.

· In ce condiţii se înregistrează creşterea întârzierii pachetelor de voce prin Internet.

· Cum se poate realiza o comunicaţie telefonică de la un PC multimedia conectat la Internet prin link ppp.

